
WHERE TO USE

For waterproofing

▪  Flat roofs;

▪  Balconies and terraces;

▪  Guttering and downpipes;

▪  Domes and curved roofs.

Aquaflex Roof 99 Plus may be applied on:

▪  Ceramic and stone;

▪  Cementitious screeds and screeds made using special binder (Topcem Pronto and Topcem Pronto 305);

▪  Concrete;

▪  Metal sheet roofing;

▪  Old bituminous membranes;

▪  Galvanised sheet, copper, aluminium, steel and iron.

TECHNICAL CHARACTERISTICS

▪  Aquaflex Roof 99 Plus is a ready-to-use, fiber-reinforced liquid-applied waterproofing membrane for external
applications made from synthetic resins dispersed in water.

▪  Aquaflex Roof 99 Plus is resistant to all atmospheric conditions and UV rays, and provides long-lasting
protection for the substrate.

▪  Aquaflex Roof 99 Plus is easy to apply using a long-haired roller or brush on horizontal, sloping, and vertical
surfaces.

▪  Once dry, Aquaflex Roof 99 Plus forms a strong, seamless, flexible, and tack-free waterproofing membrane
suitable for occasional light foot traffic.

▪  Thanks to its flexibility, Aquaflex Roof 99 Plus is compatible with normal dynamic expansion and contraction
stresses caused by temperature variations and vibrations.

RECOMMENDATIONS

▪  Do not use Aquaflex Roof 99 Plus if the temperature is lower than +5°C or higher than +35°C, or if rain is
imminent.

▪  Do not apply if there is dew on the substrate.

AQUAFLEX ROOF 99 PLUS
Ready-to-use, flexible, liquid-applied, fiber-reinforced seamless membrane for waterproofing of exposed

surfaces



▪  Application at relative humidity of 85% or higher is not recommended as the product may suffer delayed
curing.

▪  Do not apply Aquaflex Roof 99 Plus on substrates with a residual humidity level of > 2.5% or on substrates with
rising damp.

▪  Do not apply Aquaflex Roof 99 Plus on weak or dusty substrates.

▪  Do not apply cementitious mortars directly onto Aquaflex Roof 99 Plus. Use an alkaline-resistant barrier
before over-laying with such toppings.

▪  Protect Aquaflex Roof 99 Plus from rain until it is completely dry.

APPLICATION PROCEDURE

Preparation of the substrate

▪  All substrates, whether they are new or old, must be solid, clean, dry and free of all traces of oil, grease, old
paint, rust, mould and any other material which could compromise the bond.

▪  All sharp protrusions must be ground smooth.

▪  Concrete and cement substrates must be solid and dry with no rising damp. Any loose parts must be removed.

▪  Any hollows in the surface must be repaired with the Mapegrout range of mortars and allowed to cure fully.

▪  All wax, water-repellent treatments, etc, must be removed with a suitable detergent and/or by sanding.

▪  Surfaces to receive Aquaflex Roof 99 Plus must have a minimum gradient of 1 : 120 in order to avoid water
ponding on the waterproofing membrane.

▪  Before applying Aquaflex Roof 99 Plus, pay particular attention to the expansion joints and the fillets
between horizontal and vertical surfaces, which must be waterproofed using Mapeband Easy. Structural
joints must be waterproofed with Mapeband TPE bonded in place with Adesilex PG2 TG. Use a suitable kit
from the Mapei Drain range to seal water outlets.

Priming

▪  Prime new concrete substrates by low priming coat to dry prior to the first neat coat. This usually takes
approximately 30 minutes at 30°C.

▪  For porous or old concrete substrates, prime with Primer G at the rate of 0.2 - 0.3 kg/m  (depending on the
substrate porosity).

Preparation of the product
The product is supplied ready-to-use. If necessary, mix the contents to blend the product thoroughly.

Application of the product
Aquaflex Roof 99 Plus must be applied with a long-haired roller, brush, trowel or airless spray at the rate of 0.65
kg/m  per coat. Wait until the first neat coat is completely dry (approximately 2 to 4 hours under normal

conditions such as 30°C, 80% relative humidity) before applying the second coat. Apply in a direction
perpendicular to the previous coat.

CLEANING

Tools must be cleaned with water immediately after use.

TECHNICAL CHARACTERISTICS

PRODUCT IDENTITY

Consistency: paste

Colour: grey & white

Density: 1.25 g/cm

Dry solids content (by weight): 64%

Brookfield viscosity: 40 mPa•s
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APPLICATION DATA (at 30°C at 80% R.H.)

Application temperature range: from +5°C to +35°C

Waiting time between coats: approx. 2 to 4 hours

Set to light foot traffic: 8 hours

Ready to use: 3 days

FINAL PERFORMANCES

Elongation at breakage (ISO 37): > 300%

Tensile strength (ISO 37): > 1.5 N/mm

CONSUMPTION

▪  0.3 kg/m  for priming coat.

▪  0.65 kg/m  for neat coat.

PACKAGING

Aquaflex Roof 99 Plus is available in 18 kg & 4 kg pail.

STORAGE

Aquaflex Roof 99 MY may be stored for up to 12 months in its original, unopened packaging in a dry place.
Protect from freezing weather.

SAFETY INSTRUCTIONS FOR PREPARATION AND APPLICATION

Instructions for the safe use of our products can be found on the latest version of the Safety Data Sheet, available

from our website www.mapei.com.my

PRODUCT FOR PROFESSIONAL USE.

WARNING

Although the technical details and recommendations contained in this product data sheet correspond to the

best of our knowledge and experience, all the above information must, in every case, be taken as merely

indicative and subject to confirmation after long-term practical application; for this reason, anyone who

intends to use the product must ensure beforehand that it is suitable for the envisaged application. In every

case, the user alone is fully responsible for any consequences deriving from the use of the product.

Please refer to the current version of the Technical Data Sheet, available from our website

www.mapei.com.my

LEGAL NOTICE

The contents of this Technical Data Sheet (“TDS”) may be copied into another project-related document,

but the resulting document shall not supplement or replace requirements per the TDS in force at the

time of the MAPEI product installation. The most up-to-date TDS can be downloaded from our website

www.mapei.com.my

ANY ALTERATION TO THE WORDING OR REQUIREMENTS CONTAINED OR DERIVED FROM THIS TDS

EXCLUDES THE RESPONSIBILITY OF MAPEI.
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