Aweber ADMIXTURE

SAINT-GOBAIN
Sformerly known as

Webermix starbond

Multi purpose latex emulsion polymer

Webermix starbond is a multi purpose latex emulsion polymer
additive to be use with cement, cement/sand, premixed mortar or
tile adhesive and grout to impart flexibility, water resistance and
3 greatly improve workability. It is suitable for interior or exterior
installation works.

I

PRODUCT

BENEFITS ECO -
FRIENDLY EASY TO APPLY

Webermix starbond is used with cement-based tile adhesive, in replacement of gauging water
for external wall & floor tiling, tiling to dense/smooth concrete, tiling to building boards like
plywood, chipboard, cement fiber board, tiling to heavy pedestrian traffic area.

ADVANTAGES

« Enhance adhesion strength
* Imparts greater durability
« Offer greater water resistance & reduces water permeability

TECHNICAL DATA & PHYSICAL PROPERTIES

Color Milky White Liquid

Specific Gravity 1.00

Viscosity 200 - 300 mPa

pH 9-10

Shelf Life 12 months

Inflammability No

Toxicity Hazard No

Mix proportion 1 part amixture to 2.5-3.0 part cement-based adhesive
Application Temperature Above 5°C and at ambient temperature

Working Time (Pot Life) Depend on the type of adhesive, it will slightly extend
Open Time Depend on the type of adhesive, it will slightly extend
Temperature Resistance 100°C

Water Resistance (Cured) Good

Chemical Resistant Acids - Poor ; Alkalis - Good ; Solvent - Average
Flexibility Good
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Webermix starbond

Multi purpose latex emulsion polymer

PROCEDURE & APPLICATION

Surface Preparation

Q Surface to receive tiles must be well cured, dry, sound and free of contamination ie.

* Dust, grease, laitance, oil etc.

Mixing

Webermix starbond is ready to use; therefore, does not require further addition of
water. Add cement-based tile adhesive into Webermix starbond. Stir using mechanical
mixer, until a slump-free, workable adhesive mortar is obtained. Ideal mix ratio is
usually 1 part Webermix starbond to 3 - 4 parts cement-based adhesive powder by
weight. Please refer to the adhesive technical sheet for the appropriate mix ratio
concerned.

Application
F’A Cement-based tile adhesive modified with Webermix starbond should be applied in
- ) the normal approved procedure (similar as when mixed with water only). Apply
adhesive to surface, to the required bed thickness, with suitable solid-bed notched
trowel. Fix ceramic tiles or natural stone slab immediately before the “Open Time”
expired. Please refer to related tile adhesive technical sheet for application procedure.

MIXING RATIO

Approx. 6 - 8 litres Webermix starbond to 25kg bag of cement-based tile adhesive

STORAGE & PACKING

Webermix starbond is available in 4 litres & 25 litres.
Shelf life of 12 months if unopened and kept in sheltered and dry conditions and at temperature
between 5°C to 30°C.

HEALTH & SAFETY

Wear protective clothing, gloves, and goggles during mixing and application process. Handle
with care and in the event of eyes and skin contact, wash with plenty of water, and seek
medical attention if irritation persists. Please keep out of reach of children.

*Note: Because it is not possible to give specific instructions for the various site conditions or to control the applications, the information on
this Technical Data Sheet is for general guidance only. Saint-Gobain Weber (M) Sdn Bhd reserves the rights to amend the contents of the
data sheet at its sole discretion. (Feb ’24)
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